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SAWCUT JOINT SEALANT DOES NOT HAVE TO BE SANDED ON AT OPTIMUM MOISTURE N . CAMBRIDGE, MA 02142
THIS STREET. CONTENT PER AASHTO . 6” CONCRETE CRADLE

STANDARD METHOD OF FOR CURB UNDER

TEST T99 METHOD C g TREE PIT
5% MAX.
48” LONGITUDINAL 2% MAX.
(MIN.) SLOPE CROSS SLOPE
51_0" \ \/
SIDEWALK NOTE: PROVIDE EXPANSION
JOINTS WHERE CONCRETE MEETS ;SQWV%E iggTT};’]’- SS'E'\;)TS'
. BUILDINGS, WALL & CURBS .
1Sf'O1PEMAX' PATTERN AS SHOWN ON PLANS.
4” THICK 4000 PSI MICRO—FIBER
101 MAX REINFORCED CONCRETE SIDEWALK —
[ 0000000000000 J y | WITH TYPE Il DARK COLORANT
PO 00 000000000000 SLOPE ON
J e S SIDE FLARES 3/8" EXPANSION JOINT SET FLUSH W/
N PAVEMENT. PLACED AS [LLUSTRATED ON PLANS TOEE%R TO STAKING, REVIEW EXTENT OF LIMBING—UP WITH
~ g A a SIDEWALK FINISHING SHALL BE AS SPECIFIED LANDSCAPE ARCHITECT.
/ \ / IN SUBSECTION 701.61B OF THE 1988 MHD
4" STANDARDS SPECIFICATIONS
GRANITE CURBING CURB TRANSITION CURB TRANSITION GRANITE CURBING RN 3 - gL,Al\NNﬁ'Télc_)ll_LTSE(ESDCs)lMN%';-ACE\IREE?A\UT?ELYF’LVXJJ%I\}ESIIIA'\I'LSLAHON o
(REVEAL HEIGHT VARIES, (REVEAL HEIGHT VARIES, - : :
SEE GRADING PLAN) SEE GRADING PLAN) 8" 9
STREET DETECTABLE WARNING 8” COMPACTED GRAVEL ~
SURFACE ENTIRE WIDTH BASE TO 95% OF THE DO NOT PRUNE OR THIN CANOPY UNLESS DIRECTED BY
OF CURB RAMP MAXIMUM DRY DENSITY LANDSCAPE ARCHITECT.
AT OPTIMUM MOISTURE
STABILIZED SUBGRADE CONTENT PER AASHTO
STANDARD METHOD OF ORIENT TREE TO HAVE SIMILAR SOLAR ASPECT AS NURSERY,
NOTE: TEST T99 METHOD C ,_\ OR AS DIRECTED BY LANDSCAPE ARCHITECT. TAGS ARE TO BE
DETECTABLE WARNING SURFACES SHALL CONSIST OF RAISED TRUNCATED DOMES AND CONTRAST PLACED ON THE NORTH SIDE AT NURSERY. No. |  Dote Description
VISUALLY WITH ADJOINING SURFACES, EITHER LIGHT-ON—DARK OR DARK—ON—LIGHT %_,\
CONCRETE PAVEMENT—PEDESTRIAN x\/ Revisions
—\1'175" /—1'175" —_— /\91 2”x2” CEDAR STAKE. SECURE WITH 3/4” ARBOR TIE. POSITION
” X . .
230 N L [ — ABOVE LOWEST BRANCHES (AFTER LIMBING—UP).
—{) ( ) ( ) SET IN SOIL MIN. 3'—6". .
12" SEE TREE STAKING PLAN ABOVE. Drawn By Designed By Checked By Approved By
2357 O GC— - JLP. DA
: 1.175"

STREET (SECTIONS AND

MATERIALS VARY. SEE

6” - T 7. .. F - | STANDARDS SPECIFICATIONS PLANS AND DETAILS)

PLANTING SOIL MIX (SEE SPECS.)
3/8” EXPANSION JOINT SET FLUSH W/ SIDEWALK (SECTIONS AND
HAND'CAP CURB RAMP PAVEMENT. PLACED AS ILLUSTRATED ON PLANS MATERIALS VARY. SEE
— CONCRETE FINISHING SHALL BE AS SPECIFIED PLANS AND DETAILS)
/ IN SUBSECTION 701.61B OF THE 1988 MHD \

S . h REMOVE EXCESS FILL FROM TOP OF ROOTBALL TO REVEAL
1 —@ @—1- FLARE AT BOTTOM OF TREE TRUNK. SET CROWN OF ROOTBALL
A e b R e 1.175" 2 TO 3 INCHES HIGHER THAN FINISHED GRADE. REMOVE ROPE
forrmeedl e e R e @A FROM CROWN TO PREVENT GIRDLING. REMOVE TOP DRUM
gn e LACING AND WIRE BASKET COMPLETELY.
'jglLET‘S PV@?EVFLEEC%),(\E’;'\'EST'EONMmb SAWCUT CONTROL JOINTS, 2" MULCH
SECTION VIEW PLAN VIEW BUILDINGS, WALL & CURBS %" WIDE AND 1%” DEEP
’ PATTERN AS SHOWN ON PLANS. GRANITE CURB
DETECTABLE WARNING SURFACE TRUNCATED DOME DETAIL 6” THICK 4000 PSI MICRO—FIBER 6'—0" MIN.
REINFORCED CONCRETE DRIVE WITH
TYPE || DARK COLORANT

& 12" COMPACTED GRAVEL
T BASE TO 95% OF THE
MAXIMUM DRY DENSITY

'lt TETRATECH RIZZO
AT OPTIMUM MOISTURE e A e R

CONTENT PER AASHTO
SIGN TYPE | HEIGHT |WIDTH |HEIGHT TO CENTER STABILIZED SUBGRADE ?gé#‘DT/;F;DMMEETL%%DCOF gfginle?;gesM 2083184
781.849.7070
NO www.tetratechrizzo.com
PARKING , , o
ANY R7—1 18 12 7'—1 il ,
(5)CONCRETE PAVEMENT=VEHICULAR | | | S
ggg\sE/chTT SSEQI!'IL'LIIIB\I%L.OW ROOTBALL TO 90% COMPACTION TO Proiect Title
Tovg:‘\gm R7-201 6" 12" 5—3" LINSKEY WAY
@ DECIDUOUS STREET TREE PLANTING RECONSTRUCTION
PLANS
R1-1 30" 30" 7-3
R6—1 12" 36" 6'—6” Sheet Title
BN | e | | e DETAILS
ENTER
RIGHT
TURN R3-26 30" 24" 7'-0"
ONLY Scale: Not to Scale
Sheet No.

Job No.: 127-26759

SIGN TABLE File Name: 26759 DETAILS 7

Date: MAY 15, 2008




4 (") 56T STAR INSERTS SPACED
ACCORDING TO FRAME SPECS.

QO o o O
4 RODS 16" LONG—O O
4 (§) KNOCKOUTS
O (@]
O o o O
3 | | | |
| | | |
7" | | | |
I | | |
I | | |
7| | ] | O |
| | | |
3 | | | |
| | | |
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(:) PULL BOX DETAIL

24"L X 12"W X 20"H
(INSIDE DIMENSIONS)

NOTES AND SPECS

LIGHTING CONTROL ENCLOSURE:

A. ENCLOSURE SHALL BE CAST ALUMINUM, WEATHERPROOF TRAFFIC CONTROLLER TYPE CABINET, INCLUDING A PULL BOX BASE WITH A
HEAVY DUTY NEOPRENE GASKET AROUND THE DOOR OPENING. LETTERING CAST IN DOOR SHALL READ STREET LIGHTING CONTROL CITY
OF CAMBRIDGE. ENCLOSURE SHALL HOUSE THE DISTRIBUTION PANEL, LIGHTING CONTRACTOR, ELECTRIC METER, RECEPTACLE AND OTHER
EQUIPMENT. THE HOUSING SHALL BE FURNISHED WITH A SHEET OF 3-—INCH EXTERIOR GRADE PLYWOOD, PRIMED AND PAINTED, MOUNTED
AGAINST BACK WALL AND A PERMANENTLY MOUNTED GROUNDING CONDUCTOR.

B. THE STREET LIGHTING ENCLOSURE SHALL REMAIN UNPAINTED, UNLESS OTHERWISE DIRECTED

WEATHER PROOF NEOPRENE GASKET LIGHTING PANELBOARD:
— 207" - égﬁgﬁ%g“lL'RgEggggsggRé%%% - 57— A. PANELBOARDS SHALL BE 120/240—VOLT SINGLE PHASE, THREE WIRE, AND SHALL HAVE A MINIMUM 10,000 AMPERE INTERRUPTING
CAPACITY BOLT—ON TYPE MOLDED CASE CIRCUIT BREAKERS IN THE QUANTITIES AND SIZES REQUIRED. PANELBOARDS SHALL BE GENERAL
ELECTRIC.
g 2\ / \ ‘ B. A THREE—PHASE SERVICE MAY BE ALLOWED, WITH CITY APPROVAL.
5&“&‘?3}%% UNDERGROUND CONDUITS:
A. CONDUITS SHALL BE TYPE PVC SCHEDULE 40; 4—INCH ENCASED IN CONCRETE, BETWEEN LIGHTING CONTROL ENCLOSURE AND BETWEEN
i" THICK EXTERIOR GRADE PLYWOOD — PULL BOXES.
BACKBOARD SECURED WITH
M R NON—CORROSIVE B. CONDUIT FROM PULL BOXES TO LIGHT BASES SHALL BE 2—INCHES MINIMUM, SCHEDULE 40 TYPE PVC
F:I I: PAN HEAD SCREWS C. CONDUITS SHALL HAVE A MINIMUM OF THIRTY INCHES (30”) OF COVER, IN THE PUBLIC WAY
LETTER SPACES 1% / D. THE CONDUIT FROM THE STREETLIGHT CONTROL CABINET TO THE SERVICE ENTRANCE BOX MUST BE A MINIMUM OF A TWO—INCH CONDUIT,

OR A SIZE SUITABLE FOR THE CONDUCTORS TO BE INSTALLED.

E. AN UNDERGROUND SERVICE CONNECTION SHALL REQUIRE A MINIMUM OF 4—INCH; SCHEDULE 40 TYPE P.V.C., TO BE USED FROM MANHOLE
TO A CITY PULL BOX PRIOR TO ENTERING THE STREET LIGHT CONTROL CABINET.

APART ALL 13" HIGH

TUMBLER TYPE CONTROL: __{D a3y F. ALL CONDUITS MUST BE REAMED SMOOTH AT ALL JOINTS, OR TERMINATIONS.

CABINET KEY LOCK G. ALL CONDUITS SHALL BE FREE OF FOREIGN MATERIALS PRIOR TO THE INSTALLATION OF CONDUCTORS.
H. CONDUITS SHALL BE SEALED AFTER INSTALLATION, PRIOR TO INSTALLING CONDUCTORS.

PULL BOXES:

—:I I:— A. PULL BOXES SHALL BE PRECAST UNITS 12°W x 24"L x 20"D. (SEE DETAILS)

o CAUTION . B. PULL BOX COVERS SHALL BE CLEARLY MARKED "ELECTRIC

HAZARDOUS

LETTER SPACES 1% VOLTAGE C. PULL BOXES SHALL BE LOCATED AT EACH FIXTURE OR AS DIRECTED IN THE FIELD.

APART ALL 17 HIGH \/,/V TWO PEACE CONSTRUCTION D. A PULL BOX SHALL BE INSTALLED PRIOR TO THE STREETLIGHT CONTROL CABINET FOR THE SERVICE CONNECTION. NO CONDUCTORS
BASE SEPARATE FROM OTHER THAN THE SERVICE ENTRANCE CONDUCTORS SHALL BE PERMITTED IN THIS PULL BOX.

MAIN CABINET
' GROUNDING:
/ \ \ A. ALL LIGHT CONTROL ENCLOSURES AND PULL BOXES SHALL HAVE A GROUND ROD %’ x 8 FEET, WITH SUITABLE CLAMP.
63"

B. A MINI%%gIEZE GROUNDING CONDUCTOR SHALL BE No. 4 A.W.G. AND AN APPROVED TYPE CONNECTION AT EACH GROUND ROD, AND
LIGHT .

C. ALL STEEL CONDUIT WHERE USED SHALL BE BONDED.

D. THE GROUNDING CONDUCTOR SHALL BE CONTINUOUS, AND WHERE CONNECTIONS ARE MADE, PRESSURE CONNECTORS SUITABLE FOR THE
— 30" — I 16" — PURPOSE SHALL BE USED.

FRONT ELEVATION

SERVICE EQUIPMENT:
A. THE METER SOCKET SHALL BE MOUNTED OUTSIDE ON THE STREETLIGHT CONTROL CABINET.

B. AN UNDERGROUND SERVICE CONNECTION TO A STREETLIGHT CONTROL CABINET SHALL TERMINATE IN A PULL BOX PRIOR TO ENTERING A

NOTES: METER SOCKET.
” C. WHEN INSTALLING A POLE UNDERGROUND SERVICE CONNECTION, A MINIMUM OF 2—INCH, SCHEDULE 40 PVC SHALL BE USED FROM THE
1. RAISED (0.025 IN”) LETTERS CAST INTEGRAL WITH DOOR POLE, DIRECTLY INTO THE OUTDOOR METER SOCKET ENCLOSURE, AND STEEL CONDUIT SHALL BE INSTALLED TO A HEIGHT OF 10—FEET UP
THE POLE.

2. CABINET WALL THICKNESS: %" MIN. —&%" MAX.
3. CABINET CONSTRUCTION IS IN ACCORDANCE WITH REQUIREMENTS OF

D. THE METER SOCKET SHALL BE MOUNTED ON THE EXTERIOR OF THE ENCLOSURE AND CONDUIT AND THE METER SOCKET SHALL NOT ENTER
THE STREET LIGHT CONTROLLER. ANY EXPOSED CONDUIT SHALL BE STEEL CONDUIT.

SBOSTON COMMON SERIES
SBC—1/—LEX=—HOR

N.E.M.A. AND A.S.T.M. WHEREVER SUCH STANDARDS AND TESTS APPLY E. MINIMUM SERVICE SIZE SHALL BE 100 AMPERE 120/240 VOLT UNLESS OTHERWISE APPROVED.
4, RECOMMENDED ANCHORAGE: FOUR(4) i”D X 24”L X 3” HOOK HOT F. EACH STREETLIGHT ENCLOSURE SHALL HAVE ONE 20—AMP—GFI DUPLEX RECEPTACLE AND ONE P.C. PORCELAIN LAMP HOLDER WITH A
DIPPED GALVANIZED. ANCHOR BOLTS (BY OTHERS) 100-WATT BULS.
G. LIGHTING SHALL BE CONTROLLED BY SINGLE PHOTOCELL INSTALLED AT THE NEAREST FIXTURE TO THE STREET LIGHT CONTROL CABINET,
5. 2 YEARS REPLACEMENT GUARANTEE OR AS DIRECTED IN THE FIELD.
H. éLéIgTI;}'ICNG CONTRACTOR SHALL BE SIZED A MINIMUM OF 100 AMPERES. THE CONTRACTOR SHALL BE MANUFACTURED BY GENERAL

— A. MINIMUM SIZE WIRE FROM THE SERVICE PANELBOARD TO ALL PULL BOXES SHALL BE FOUR (4) No. 4 A.W.G. TYPE THHN COPPER.
1-BLACK, 1—RED, 1-WHITE, 1-GREEN FOR GROUNDING CONDUCTOR.

B. WIRES SHALL BE CONTINUOUS WHERE PRACTICABLE AND WHERE SPLICES ARE MADE PRESSURE CONNECTORS SUITABLE FOR THE PURPOSE

(2)STREET LIGHT CONTROL CABINE

FITS UP TO A 3" 0.D. PIPE
SELF—LEVELING SCREWS
1.5"X3” THREADED
COUPLER ®

(2) STAINLESS STEEL/

SHALL BE USED.
C. WIRES FROM THE PULL BOX TO EACH LIGHT FIXTURE SHALL BE TWO (2) No. 10 A.W.G. TYPE THHN COPPER. 1—BLACK, 1—WHITE.

OVERLOAD PROTECTION:
A. EACH FIXTURE SHALL HAVE TWO 5-AMP FUSES IN WATERTIGHT FUSE HOLDERS.

B. FUSES SHALL BE LOCATED IN NEAREST PULL BOX.

C. PANELBOARDS SHALL HAVE A MINIMUM OF 1-2 POLE 100 AMPERE MAIN CIRCUIT BREAKER, 1—2 POLE 70—AMPERE BREAKER FOR THE
LIGHTING CIRCUIT, 1-1 POLE 20—AMP BREAKER FOR RECEPTACLE AND LIGHT.

A

Revisions
NO. DESCRIPTION DATE

STRIPING AND SIGNAGE 05/5/09

ADDED. REMOVE UTILITY POLE
AND REPLACE WITH LIGHT

POLE

Prepared For

BIOMED REALTY TRUST
1 MAIN STREET, SUITE 530
CAMBRIDGE, MA 02142

No.

Date
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Revisions

Drawn By Designed By Checked By Approved By
JL.P.

D.A.

OISCONNECT BALLAS CAMBRIDGE SERIES
I 6’ 1
QUICK DISCONNECT BALLAST BOSTON COMMON _ | CAMBRIDGE SERIES
(3)PHILLIPS HEAD -
SCREWS. 1/8"41" CUT OFF ARM DETAIL BASE SPECIFICATIONS sy
TYPE I
CAST ACIE)UMM[\;'(\!)L#]M PE[E}SX%# DUPLEX GF| _ LUMINAIRE SPECIFICATIONS
| 5 | | W hEATHER STYLE: MODIFIED BOSTON COMMON
2) 3/8-16 STAINLESS HEIGHT: 437+/-
\ POSITION ORIENTED I | et Gakowane: ! WIDTH: 174
MOGUL BASE SOCKET = 7-3/8"X10" ACCESS L MATERIAL: CAST ALUMINUM
| ” DOOR WITH CUSTOM _ GLOBE: ACRYLIC TEXTURED GLOBE
' HINGED ACCESS WITH CAST ALUMINUM 2" STEEL PIPE ARM CITY OF CAMBRIDGE AT o ook FINISH: POWDER COATED BLACK
SAFETY CHAIN INCASE COLLAR —7 _ LoGo. - WIRING HOLE BALLAST: 250W MH 120V
HINGE SHOULD FAIL @ ® 75”/0 " HPS HPF BALLAST
== 7 [~74"P —7"— REFLECTOR: IES TYPE Il CUT OFF
REFLECTOR—HORIZONTAL
STIPPLED SHORT E P ARM _SPECIFICATION:
ACRYLIC GLOBE P " on
177 . 1.5”NPT FITTING 27 MATERIAL: 2” PIPE W/ 17X2”
QUICK RELEASE H N
33 SCROLLED STEEL SUPPORTS
) BUTTERFLY HINGE 24 CLAMPED TO POLE IN
, SCALE: || (NO TOOLING NEEDED) , SCALE: | , . 26%-5k 3 LOCATIONS.
17 = 10 1" = 1'=q 510 STEEL BRACING AND ) MOUNTING: CAST ALUMINUM CAP AND
DECORATIVE SCROLLS L = 33 )
EXAMPLE 2 7/8” # TENON.
BC—17—LEX—HOR— HPS _ 150 _ 120 _ CLEAR — 1 LAMP POST SPECIFICATIONS
BC—17—-LEX—HOR—HPS—150—-120-IlI-FRIAR HOOD GREEN Ballast Watts Volts Reflector Il Color STEEL CLAMP }q STYLE CAMBRIDGE. SERIES
COLOR . ; A
BALLAST WATTS VOLTS REFLECTOR (POWDER COATED) 3 8’45;‘5;5 A.JS'B;'Z/N Z_’;g 125 L 18 HEIGHT: L.C. 25'-6
- - BASE: 17
INC. O YPE I ® (TB) TEXTURED BLACK @ (GG) GLOSS GREEN o /STEEL HARDWARE - . POLE: 7"X3.5” SMOOTH TAPERED
Hps., m (20 O 1508 | 120 @ MULTT TAP (TG) TEXTURED FOREST GREEND  (GR) GLOSS BRONZE o
70 O 1750 208 0 277 0O STEEL SHAFT
MH (m| 120 240 (TR) TEXTURED BRONZE O (VG) HAND BRUSHED VERDI GRISO
1000 2500 [ 240 O 480 O 208 277 TPEV O (GB) GLOSS BLACK O CUSTOM o - - MATERIAL: CAST IRON CLAMSHELL BASE
w__Oo - ACCESS DOOR: LOCATED IN BASE
ANCHOR BOLTS: 4 L-TYPE) 1°X36°X4”
LUMINAIRE SPECIFICATIONS 3¢ ANCHO O it tona
HARDWARE: EXTERIOR STAINLESS STEEL
Th t top shall b t alumi .~ Alumi hall be certified #356 alloy, || Fixture finish shall consist of degreasing, phosphate acid etching with 140 °+ deionized . HARDWARE AND TAMPER PROOF
frce of any porosity, forcign materials or cosmetic filers. Castings shall be uniform wall || water,rinsed, oven dry off and top coated with a thermoset TGIC super polyester povder 9, BASE_SPECIFICATIONS: | RECEPTACLE: DUPLEX GFI WITH
thickness with no warping or mold shifting. Minimum wall thickness shall be 3/16". coat finish des.lg.ned not to chalk or fade for many years. All Nll.and Company powders STYLE: MODIFIED BOSTON COMMON 33 WEATHERPROOF COVER
Electrical components are mounted to the fitter and ballast canister. The ballast canister must pass a minimum 3000-hour salt spray test for corrosion resistance. POST SHAFT _/ HEIGHT: 33" '
shall be mounted in the post top with three stainless steel screws. The optional refractor R EFERENCE 0 NL Y WIDTH: 17” AT THE BASE =
shall be molded of borosilicate glass or an upgraded globe with external refractor designed | The fixture shall be UL-listed for wet location use, and all HID listings. MATERIAL: 2 PIECE CAST IRON PER ASTM A48 — 17 UL LISTED/ POWDER COATED BLACK
for either a type 11 or type V light distribution pattern. ~\/ FINISH: POWDER COATED BLACK 1 1"B.C.
[ELECTRICAL Fixture shall be warranted to be free of defects for five years. Ballast components shall #2.875X8"H. TENON HARDWARE: -927?’/’N§(ES,SS§T£§érgl/:l//%GTABMO/2ﬁ;§ /;5)00/" —'b
All electrical components and materials shall be UL-recognized and wired by a certified UL || carry the ballast manufacturers limited warranty of two years. FOR SLIP FIT ASSEMBLY . . 1
technician. All Niland ballasts are high power factor rated for -30 °© starting. Mediumand ||p
Mogul base sockets are 4KV rated. The electrical assembly is prewired with quick Complete photometric data for all fixtures is available in IES-formatted 3.5 disks. A
disconnects for servicing. Fixture shall be UL certified for wet locations. certified independent laboratory performs all testing. Call the Niland Company directly BC A RM DE TA /L . i I‘ . ‘ c ' - '. .Y CA MBR/DGE S TREET ROA D WA Y . i I‘ . ‘ c . I. '. .Y CA MBR/DGE S TREET ROA D WA Y . i I‘ . ‘ c . I. . .
for more information. CB— 7 7— TS—L 024 —BC—MBC
MOUNTING
Fixture shall be mounted to tennon with 3 3/16"x1" stainless steel allen head set screws m o I .l Il ‘I “ " II' ' .I I' v DR. BY: KARINA E. MELENDEZ PH ‘(392’05)N .7709/01"/(4 ;Z_ P aso’g;’; 76‘198059073 DR. BY: KARINA E. MELENDEZ PH (392"; )N}fgla';k“:s/ Paso, 8(7;(; 789498059013 DR. BY: K.E.C.|REV. BY: JMZ 9-20-04 PH. ’(392,05 )N};'glaf;k40£'5/ Paso, 83(() 75’:498059013
@ 120° I : - -648- : - -648- : - -648-
RELAMPING ¢ 4 I ¢ \ DATE: 08/13/2002 D.N.: FAX: (915) 779-3618 888-779-3065 DATE: 08/05/2002 D.N.: FAX: (915) 779-3618 888-779-3065 DATE: 07/15/2003 D.N.: FAX: (915) 779-3618 888-779-3065
The fixture i i i . “FAY: . . THIS DESIGN IS A COPYRIGHT OF NILAND CO) SCALE: EMAIL: INFOONILANDCO.COM THIS DESIGN IS A COPYRIGHT OF NILAND CO) SCALE: EMAIL: INFOONILANDCO.COM THIS DESIGN IS A COPYRIGHT OF NILAND CO) SCALE: EMAIL: INFOONILANDCO.COM
The fixture is removed by loosening 4 stainless stecl screws around globe. Y . Tx 70005 s () T73-1405 -FAX. (1) 7318 VB P T fanniontoocom ANDCANNGT BE DUPLGATED WTHOUT | 3 /4% = 170" WEB PAGE: HTTP://www.nilandco.com AND’ CANNOT BE DUPLICATED WITHOUT ~ 0" WEB PAGE: HTTP://www.nilandco.com AND CANKGT BE DUPLCATED VMO ) 4 /47 = 10" WEB PAGE: HTTP://www.nilandco.com

DIR: CAMBRIDGE,/CB—17-TS—LC—24—BC.DWG
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