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NOTES:

1.  SEE SPECIFICATIONS FOR ADDITIONAL
RAISED INTERSECTION
CONSTRUCTION REQUIREMENTS

SEE RAISED INTERSECTION W/ PAVERS
DETAIL - BUS ROUTES

VERTICAL GRANITE

12" CONCRETE (TYP.) FLUSH CURB, 6"X18"

DRAIN 2 IN. (40mm) DIA. WEEP HOLES
10' 0.C.; FILL WITH 1/4 IN. /~ 6"ASPHALT, 13" LIFTS
CHIP AGGREGATE, NO FINES (TYP.); " 1TOP, 3 DENSE
COVER WITH GEOTEXTILE FABRIC. BINDER 95%

PLACE PERIMETER WEEP HOLES COMPACTION (TYP.)

1' FROM CURB & 10' O.C. .
THROUGHOUT 12" CONCRETE (TYP.)

" VERTICAL GRANITE
6" ASPHALT, FLUSH GURB. 6"X18" 1" CONCRETE SAND

12" LIFTS 1 TOP, .. ASTM C-33

3 DENSE BINDER
95% COMPACTION
(TYP.)

GEOTEXTILE
(PLACED ON TOP

4" DENSE GRADE OF CONCRETE)

(95% TYP.
COMPACTION)

MIN. 12" GRAVEL (95%
TYP. COMPACTION)

4" DENSE GRADE (95%
TYP. COMPACTION)

MIN. 12" GRAVEL (95%
TYP. COMPACTION)

T ..~ . T~ . . g g . .. - a4 ~ g . - R - R = -4 TN\ N\ -
NN L N\ <. < . A L 4l aw ) ~ e ] ! T e e a NN N\ 0 |
N\ i N2 4. - .. e \Y < IR - 4. e FREIA | * . RIS T4 N\ N\
NN AN 4. ) JL e el 17 _ | JRETREP e AN NN 0
NN\ NN\ oo ¥ : v 44 -\ a4l - - : . - .. K a4 o, 4 ca o 4 R I R NN |
. B K 9.4, ’d L aq - . . . R R o & 4. . 2 - 4§ . 4 . & . . B
NN\ AR Y G LI AP e e e ey PRS- N D rmay T S e S Y ) e N i Py e L I R e P e N\ N
N\ NN F 2o e ST 2 gt e A e B e T A e T R O A S L e '.:.'?1--{" AT A e LT R ON NG |
NN\ NN\ I I A I TP e T N Ty ¢t SN I R PR LR . A L R I R P L i W S LA P FCI st NN
iy - = - A - e ke — - > N\
N\ DN P .o 4 R . A e e R PR
<« \. AN o4 N a4t el o B . e AT . . DIEEEE o A e T A R R A L NN
. : ° . 2 " . - 4 N\

\ ~ >LOPE S
l ______________________ ' TRANSITION

| DETAIL

NN a A N\
2] 1NN\ BN NG N\
» N NN
R R NN R EIREIR DNONON, [
K5 R O NN N A S \a " \ CAs A NN\ A e
. S JINONNY L e 0 e NONONUY e
‘ </.< AN /<A /< AN A 7< ‘A—\ 7 AD T o C
4
=

S 5 A R NN SRR A
7Y, : ZTANA TAN AN /AN 7 TTTAN T AN TS AN 7]
O v, T Piva \\7 Y= Olw@lw @ v @le@lw e @l @ w@lw@lw e @lw @ e} e @lw; 7 ﬁ\\—f A%\V \\7 A A e A V4 A%\V ﬁ\\—f A%\\—/‘ oooooooooo
a4 p 4 a7 p a4 q " a4 a4 q ! a4 »
K7 KT BT, 2 Rz}k /R KT R K7 KT AT,
S S S S O S I S e S S SIS IS IS Rz R A TORTORT O A, X AT AT AN A GO GO M M R A S o)

| | \ \_ "
: 8" CONCRETE BASE 5,000 PSI o
6" CRUSHED STONE (TYP.)

IN FULL DEPTH
| FULL DEPTH WITH FIBER REINFORCEMENT

= —g--
1

|
IN FULL DEPTH

= I

2!

et
|

RAISED INTERSECTION PROFILE PAVERS W/ CONCRETE BASE - BUS ROUTE

SCALE: N.T.S.

.

Scale AS NOTED o CITY OF CAMBRIDGE, MASSACHUSETTS Sheet

Date JANUARY 2020 \© «\\

S % rojec
L EnFELDER s — . \Qfo??\\% """ CITY OF CAMBRIDGE STANDARD DETAILS
esigned by ‘\\

Bright People. Right Solutions.
\_/ Drawn by SH p—m
Checked by JM No. Description Date \\ RAISED INTERSECTION - PROFILE
Approved by REVISIONS BUS ROUTE

File No.




NOTES:

1. WEEP HOLES TO BE CONSTRUCTED WITH
2" PVC SLEEVE OR EQUIVALENT. CONTRACTOR
TO PREVENT CEMENT CONCRETE FROM COVERING
THE WEEP HOLES.

2. PROTECT PAVER SURFACE WITH URETHANE SCUFF
PAD DURING COMPACTION.

TYPICAL EXISTING

ROAD GRADE

UNILOCK PAVER

JOINT SAND — (POLYMERIC SAND REQUIRED)

SAND SETTING BED — 17 OF CONCRETE SAND ASTMC-33

GEOTEXTILE /FILTER FABRIC BARRIER
FOR SAND SETTING BED. SECURE TO
CONCRETE.
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8" CONCRETE BASE
5,000 PSI WITH FIBER
REINFORCEMENT

4” DENSE GRADE
(95% COMPACTION)

MIN. 12”7 GRAVEL
(95% COMPACTION)

SUB—GRADE

GEOTEXTILE AS REQUIRED

2 IN. (40mm) DIA. WEEP HOLES

@ 10" 0.C.; FILL WITH 1/4 IN.

CHIP AGGREGATE, NO FINES (TYP.);
COVER WITH GEOTEXTILE FABRIC.
PLACE PERIMETER WEEP HOLES

1" FROM CURB & 10" O.C.
THROUGHOUT

RAISED INTERSECTION W/ PAVERS-BUS ROUTE
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NOTES:

1.  SEE SPECIFICATIONS FOR ADDITIONAL

RAISED INTERSECTION

CONSTRUCTION REQUIREMENTS

12" CONCRETE (TYP.)

6" ASPHALT,

12" LIFTS 1 TOP,

3 DENSE BINDER
95% COMPACTION
(TYP.)

4" DENSE GRADE
(95% TYP.
COMPACTION)

MIN. 8" GRAVEL (95%
TYP. COMPACTION)

SEE RAISED INTERSECTION W/ PAVERS
DETAIL - RESIDENTIAL STREET

1" CONCRETE SAND
ASTM C-33

VERTICAL GRANITE
FLUSH CURB, 6"X18"

GEOTEXTILE
(PLACED ON TOP
OF ASPHALT)
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VERTICAL GRANITE
FLUSH CURB, 6"X18"

DRAIN 2 IN. (40mm) DIA. WEEP HOLES
10' 0.C.; FILL WITH 1/4 IN.

CHIP AGGREGATE, NO FINES (TYP.);
COVER WITH GEOTEXTILE FABRIC.
PLACE PERIMETER WEEP HOLES
1" FROM CURB & 10' O.C.
THROUGHOUT

6" ASPHALT, 1 3" LIFTS
1 TOP, 3 DENSE
BINDER 95%
COMPACTION (TYP.)

12" CONCRETE (TYP.)

4" DENSE GRADE (95%
TYP. COMPACTION)

MIN. 8" GRAVEL (95% TYP.
COMPACTION)

) PAVEMENT
TRANSITION
DETAIL

(TYP.)
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NOTES:

1. WEEP HOLES TO BE CONSTRUCTED WITH
2” PVC SLEEVE OR EQUIVALENT. CONTRACTOR
TO PREVENT CEMENT CONCRETE FROM COVERING
THE WEEP HOLES.

UNILOCK PAVER
2. PROTECT PAVER SURFACE WITH URETHANE SCUFF

PAD DURING COMPACTION. JOINT SAND — (POLYMERIC SAND REQUIRED)

SAND SETTING BED — 17 OF CONCRETE SAND ASTMC-33

GEOTEXTILE /FILTER FABRIC BARRIER
FOR SAND SETTING BED. SECURE TO

;EF:SAER%'ET'NG BITUMINOUS ASPHALT.
/ BITUMINOUS ASPHALT BASE COURSE
- I A A PLACE FOUR — 1 4" DENSE BINDER
‘ 141/4 P PRI PR N SRR S Y
6" 1/ / U om)s Lat f / COURSES (95% COMPACTION)
_ ‘ 1 D 7/// ///////// 4” DENSE GRADE
| 1° )/ % / // (95% COMPACTION)
167 +/- MRS MIN. 8” GRAVEL
12" e 9: 290, B~ (95% COMPACTION)
05 . %
‘ ‘ 9292 s, SUB—GRADE
_ﬂT:TIT_ -.

| ——— GEOTEXTILE AS REQUIRED
2 IN. (40mm) DIA. WEEP HOLES

@ 10" 0.C.; FILL WITH 1/4 IN.
CHIP AGGREGATE, NO FINES (TYP.);
COVER WITH GEOTEXTILE FABRIC.

PLACE PERIMETER WEEP HOLES

1" FROM CURB & 10" O.C.
THROUGHOUT PAVER AREA.

RAISED INTERSECTION W/ PAVERS-RESIDENTIAL STREET

SCALE: N.T.S.
e RAISED INTERSECTION W/ PAVERS DETAIL -
:égzé‘&ig RESIDENTIAL STREET
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