THIS METHOD OF INLET PROTECTION IS APPLICABLE WHERE THE INLET DRAINS A RELATIVELY
FLAT AREA (SLOPE NO GREATER THAN 5%). WHERE THE INLET ACCEPTS SHEET OR OVERLAND
FLOW (NOT GREATER THAN 1 CFS) ARE TYPICAL. THE METHOD SHALL NOT APPLY TO INLETS
RECEIVING CONCENTRATED FLOWS.

INSPECTION SCHEDULE SHALL COMPLY WITH THE 2008 EPA CONSTRUCTION GENERAL PERMIT
MAINTENANCE SHALL OCCUR WHEN NECESSARY. SILT FENCE SHALL BE REPLACE EVERY 6
MONTHS AND STACKS SHALL BE INSPECTED TO ENSURE STRUCTURAL INTEGRITY.

CATCH BASIN W/ SILT FENCE
INLET PROTECTION

2"x4" WOOD FRAME

GROUND

FASTENERS (TYP)
6" BETWEEN

SILT FENCE
BURRED 6" BELOW
SURFACE (REFER TO
SILT FENCE DETAIL)

1'-6"

CATCHBASIN

SILT FENCE
OVERLAP FABRIC 6"
AT ENDS OF FABRIC

2'-6"