CONTRACTOR TO PROVIDE A WATER SOURCE FOR A WASH STATION FOR ALL VEHICLES LEAVING THE SITE.

CONSTRUCTION FENCE

50' MIN.  45' MIN.

A 3' MIN. DIA. DOUBLE WASHED STONE.

PROPOSED ASPHALT BERM OVER CURB (IF NECESSARY)

ROADWAY

10' MIN.

SIDEWALK 20' MIN.

10' MIN.

NO PARKING WITHIN 10' OF ALL CONSTRUCTION ENTRANCES. CONTRACTOR TO POST SIGNS

PROVIDE DRAINAGE AWAY FROM STABILIZED CONSTRUCTION ENTRANCE TO ACCEPTABLE SEDIMENT TRAPPING DEVICE

PLAN VIEW
NOT TO SCALE

3' MIN. DIA. DOUBLE WASHED STONE.

FILTER FABRIC

SECTION A-A
NOT TO SCALE

STABILIZED CONSTRUCTION ENTRANCE
NOT TO SCALE

STABILIZED CONSTRUCTION ENTRANCE
CITY OF CAMBRIDGE STANDARD SPECIFICATIONS AND DETAILS
SCALE: N.T.S  DATE: 07/09  DRAWN BY: McLANE